Cookware Care and Use Instructions

FOR ALL TYPES OF COOKWARE

- Aluminum – Classic™, Classic Select®, WearEver®, Arcadia™
- Stainless Steel – Centurion®, Intrigue®, Classic™, Optio™
- Multi-ply – Tribute®, Tri-Ply

NON-STICK COATINGS (Ceramiguard® II, SteelCoat x3™, PowerCoat 2™)

Allow non-stick coating to cool before cleaning. Hand wash in hot soapy water and dry immediately to preserve appearance. Use a non-woven scouring pad to remove burnt food. Avoid using abrasive cleaners, metal scouring pads, and strong solvents. When stacking pans, place liners between pans to avoid scratching non-stick surfaces. Note: Warranty - 90 days on all non-stick cookware.

SEASONING NON-COATED ALUMINUM AND STAINLESS STEEL COOKWARE

Season cookware before its first use. Clean and dry cookware. Spray the inside of the pan lightly with vegetable oil or use a small amount of shortening. Place cookware on burner at medium for 5-10 minutes, until light smoke or heat waves appear. When the oil/shortening turns a deep amber color, turn the burner off and allow to cool. Pour out liquid oil/shortening and wipe down pan with paper towels until all oil/shortening is removed. Cleaning with a mild soapy solution after each use will not affect the “seasoning” of the pan. OK to repeat this procedure as often as needed without doing damage to the cookware.

CARBON STEEL COOKWARE

Pans are shipped with mineral oil applied to the pan. Wipe down oil and clean the pan using hot soapy water. Dry immediately. After each use, clean and season. Wipe the inside and outside of the pan with unsalted cooking oil or shortening to prevent oxidation. The pan will turn a dark color as seasoning occurs after repeated use. For more detailed seasoning instructions, visit www.vollrathco.com

REMOVING DISCOLORATION FROM ALUMINUM COOKWARE

Boil a solution of two tablespoons of cream of tartar to each quart of water in the cookware for ten minutes.